
Microsoft Windows 7 Microsoft Windows 10
Microsoft Windows 2000 Professional Edition
Microsoft Windows XP Home/Professional Edition
(Service Pack 1.0 Or Later, Or Use The USB Audio
 Driver Update From Microsoft)
Microsoft Windows Vista™ Business Edition
Apple Computer Mac OS x 10.0 Or Later Edition
Apple Computer Mac OS x 10.1 Or Later Edition

SYSTEM REQUIREMENTS
   USB 1.1 Or 2.0 Powered
RAM
   64MB (Minimum)

USB Condenser Microphone
E205UMKII

SPECIFICATION

Back Elected Condenser
Supercardioid
20-20,000Hz

-35dBV / Pa (12.6 mV)

>135dB SPL
USB 5V

Up to 24 bit / 96 kHz Sampling Rate
Black

USB B-TYPE, 1/8” (3.5 mm) Phone Connector
Ø54 x 150 mm (Ø2.13” x 5.9”)

422 g. (14.9 Oz)

TYPE
POLAR PATTERN
FREQUENCY RESPONSE
SENSITIVITY
(at 1,000 Hz Open Circuit Voltage)
MAX SPL
POWER REQUIREMENTS
RESOLUTION
FINISH
CONNECTORS
DIMENSIONS (DIAxL)
NET WEIGHT

MODEL E205UMKll

ACCESSORIES 

YA2 
Threaded Adapter

HM85 
Pivoting Stand Mount

Pouch 3M. Cable

DS01 Table Stand
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