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• ควบคุมการ เปด-ปด อุปกรณไฟฟา และเคร�่องเสียงได 8 ชอง ใชงานแบบอิสระ (ผานทางแอปพลิเคชั�น) และ 
   ALL ON (กดท่ีตัวเคร�่อง)
• สั�งงานดวยสมารทโฟน ทั�งระบบ Android และ IOS
• แสดงคาแรงดันไฟฟา (V) กระแสไฟฟา (A) และกำลังงาน (W) ที่ใชงานไดบนแอปพลิเคชั�น
• ตั�งเวลา เปด-ปด ได ดวยแอปพลิเคชั�น (ใชงานรวมกับ Wi-Fi Router)
• สามารถคำนวณการใชพลังงานไฟฟา (kWh) ได
• AC Outlet ขั�วเสียบไฟ Outlet Carton แบบ 3P 10A 250 Vac 8 ชุด
• มี Circuit Breaker ขนาด 32A ภายในชวยปองกันการใช กระแสไฟฟาเกิน และปองกันแรงดันไฟฟาเกิน
   ดวย Varistor (MOV)
• มีวงจรตรวจสอบระดับไฟฟาสูงสุด (240 Vac) และไฟฟาต่ำ (170 Vac) แจงเตือนดวย Buzzer และ Application
• สายไฟยอยภายในแบบแข�งเบอร 1 x2.5 sq.mm ทุกชองและสายไฟเมนเบอร 3 x1.5 sq.mm ยาว 4 เมตร

ควบคุมการทำงานผาน Application

IEEE 802.11 b / g / n

2.4 GHz

Single – Phase 220 Vac 50 Hz

3 x 1.5 sq.mm / 4 m

8 Outputs 3P 10A 250V

Upper Voltage (240 Vac)

And Lower Voltage (170 Vac)

Circuit Breaker ABB 32 A 

22 VA / 7,040 VA

483 x 47 x 195 mm

512 x 66 x 243 mm

3.38 kg (7.43 lbs)

3.58 kg (7.87 lbs)

Wi-Fi Standard:

Frequency:

Power Requirements:

AC Cord:

AC Outlet:

Alarm Buzzer:

Maximum Current Ratting: (Power Breaker)

Power Consumption: (Idle / Maximum)

Dimensions: (W x H x D)

Packing Dimensions: (W x H x D)

Net Weight:

Gross Weight:

SPECIFICATIONS MPR-801W

SCAN เพ��อดาวนโหลด

FEATURE

FRONT PANEL

REAR PANEL


