
Type

Polar Pattern

Frequency Response

Sensitivity
Rated Impedance
Max. SPL (1 kΩ load)  
Connector

Finish

Environmental Conditions

Dimension (DIAxL)
Net weight

Dynamic Microphone

Unidirectional (Cardioid), Rotationally Symmetrical about Microphone Axis 
   Uniform with Frequency 

50 to 18,000 Hz 

(at 1,000 Hz Open Circuit Voltage) -53±2 dB, 1Pa+=94 dB  SPL

250Ω 
155 dB SPL (THD ≤ 1% 1kHz)

Integral 3 Pin Male XLR Type

Metal Structure, Grey, Namel-Painted, Matte Finished

The TM58 Series Operates betweeN -10 to +50 (14 to 122)
 with Relative Humidity between 0 to 95 %

Φ51.0 mm. x 163.0 mm. (2.00 in. x 6.41 in.)

320 g. 

RoHs The TM58 Series including the product and packages follow the
 instruction of EU 2002/95/EC and comply to RoHs

MODEL TM58 / TM58S

SPECIFICATIONS

FEATURE
- Balanced and Clear True Sound
- Frequency Response Is Good for Intelligent 
  Recognition and the Mid-High Frequency Band 
  is Bright, the Low Frequency Band is Solid Powerful
- High SPL Capacity
- On/Off Switch with Locking Function
- Newly-Designed Capsule Shock Mount

ACCESSORIES

TM58 series cardioid dynamic microphones are able to 
deliver authentic sound without any unnecessary sound 
coloration. They are designed for speech and performance

Equipped with tailored diaphragm and precise directivity,
TM58 series give full and powerful sound. The higher SPL and
high-grade transient response of TM58 series compared with
other microphones will make the stage performance strong

TM58 is the correct choice for the perfectionists no matter
outdoors or indoors, speech or performance.

Description   

YA3 (5/8” to 3/8”) HM - 9A

Adaptor Microphone Clip
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