




















TYPE : 2 Conductor Speaker Cables
CONDUCTOR MATERIAL : Copper / 2C x 16AWG (1.27 sq.mm)
JACKET MATERIAL : PVC            INSULATION : PE 
DIELECTRIC STRENGTH : 500V AC/Min.      NOM.(O.D.) : 6.8 mm
DC RESISTANCE (D.C.R.) : Cond : 1.5 Ohm / 100 m N.W. : 100 m / 5.2 kg , 200 m / 10.4 kg

TYPE : 2 Conductor Speaker Cables
CONDUCTOR MATERIAL : Copper / 2C x 16AWG (1.27 sq.mm)
JACKET MATERIAL : PVC             INSULATION : PE 
DIELECTRIC STRENGTH : 500V AC/Min.        NOM.(O.D.) : 6.8 mm
DC RESISTANCE (D.C.R.) : Cond : 1.5 Ohm / 100 m   N.W. : 200 m / 10.4 kg

TYPE : 2 Conductor Speaker Cables
CONDUCTOR MATERIAL : Copper / 2C x 14AWG (2.18 sq.mm) 
JACKET MATERIAL : PVC          INSULATION : PE 

DIELECTRIC STRENGTH : 500V AC/Min.      NOM.(O.D.) : 8.9 mm
DC RESISTANCE (D.C.R.) : Cond : 0.9 Ohm / 100 m N.W. : 100 m / 8.7 kg , 200 m / 17.4 kg



TYPE : 2 Conductor Speaker Cables
CONDUCTOR MATERIAL : Copper / 2C x 14AWG (2.18 sq.mm) 
JACKET MATERIAL : PVC          INSULATION : PE 
DIELECTRIC STRENGTH : 500V AC/Min.     NOM.(O.D.) : 8.9 mm
DC RESISTANCE (D.C.R.) : Cond : 0.9 Ohm/100 m N.W. : 200 m / 17.4 kg

TYPE : 2 Conductor Speaker Cables
CONDUCTOR MATERIAL : Copper OFC / 2C x 14AWG (2.18 sq.mm)
JACKET MATERIAL : PVC          INSULATION : PE 
DIELECTRIC STRENGTH : 500V AC/Min.      NOM.(O.D.) : 8.9 mm
DC RESISTANCE (D.C.R.) : Cond : 0.9 Ohm /100 m N.W. : 100 m / 8.7 kg , 200 m / 17.4 kg

TYPE : 2 Conductor Speaker Cables
CONDUCTOR MATERIAL : Copper / 2C x 12AWG (3.62 sq.mm) 
JACKET MATERIAL : PVC             INSULATION : Polyethylene 
DIELECTRIC STRENGTH : 500V AC/Min.         NOM.(O.D.) : 11.1 mm
DC RESISTANCE (D.C.R.) : Cond : 0.5 Ohm / 100 m N.W. : 100 m / 14 kg , 200 m / 38 kg



TYPE : 2 Conductor Speaker Cables
CONDUCTOR MATERIAL : Copper / 2C x 10AWG (5.63 sq.mm) 
JACKET MATERIAL : PVC          INSULATION : PE 
DIELECTRIC STRENGTH : 500V AC/Min.     NOM.(O.D.) : 13.8 mm
DC RESISTANCE (D.C.R.) : Cond : 0.3 Ohm / 100 m N.W. : 100 m / 21 kg

TYPE : 4 Conductor Speaker Cables
CONDUCTOR MATERIAL : Copper / 4C x 20AWG (0.51 sq.mm) 
JACKET MATERIAL : PVC        INSULATION : PE         NOM.(O.D.) : 6.4 mm 
DIELECTRIC STRENGTH : 500VAC/Min        NOM.CAPACITANCE : 125 pF/m 
DC RESISTANCE (D.C.R.) : Cond : 3.7 Ohm / 100 m    N.W. : 100 m / 5.4 kg

TYPE : 4 Conductor Speaker Cables
CONDUCTOR MATERIAL : Copper / 4C x 16AWG (1.27 sq.mm) 
JACKET MATERIAL : PVC      INSULATION : PE  NOM.(O.D.) : 8.3 mm
DIELECTRIC STRENGTH : 500V AC/Min.     NOM.CAPACITANCE : 145 pF/m 
DC RESISTANCE (D.C.R.) : Cond : 1.5 Ohm / 100 m N.W. : 100 m / 9.5 kg , 200 m / 19 kg



TYPE : 4 Conductor Speaker Cables
CONDUCTOR MATERIAL : Copper / 4C x 14AWG (2.18 sq.mm) 
JACKET MATERIAL : PVC    INSULATION : PE  NOM.(O.D.) : 10.7 mm
DIELECTRIC STRENGTH : 500V AC/Min.      NOM.CAPACITANCE : 146 pF/m
DC RESISTANCE (D.C.R.) : Cond : 0.9 Ohm / 100 m N.W. : 100 m / 16 kg , 200 m / 32 kg

TYPE : 2 Pair Shielded Cables          SHIELD COVERAGE : 100% Aluminum Foil
CONDUCTOR MATERIAL : Annealed Copper / 25AWG (0.18 sq.mm) = (7 Q'ty / 0.18A (mm))

JACKET MATERIAL : PVC    INSULATION : PE   NOM.(O.D.) : 6.7 mm 
DIELECTRIC STRENGTH : 500V AC/Min.      NOM.CAPACITANCE : 76 pF/m
DC RESISTANCE (D.C.R.) : Cond : 10.7 Ohm / 100 m  N.W. : 100 m / 4.6 kg , 500 m / 23 kg

TYPE : 4 Pair Shielded Cables          SHIELD COVERAGE : 100% Aluminum Foil
CONDUCTOR MATERIAL : Annealed Copper / 25AWG (0.18 sq.mm) = (7 Q'ty / 0.18A (mm))

JACKET MATERIAL : PVC    INSULATION : PE   NOM.(O.D.) : 7.6 mm
DIELECTRIC STRENGTH : 500V AC/Min.      NOM.CAPACITANCE : 76 pF/m
DC RESISTANCE (D.C.R.) : Cond : 10.7 Ohm / 100 m N.W. : 100 m / 7 kg , 500 m / 35 kg



TYPE : 8 Pair Shielded Cables         SHIELD COVERAGE : 100% Aluminum Foil
CONDUCTOR MATERIAL : Annealed Copper / 25AWG (0.18 sq.mm) = (7 Q'ty / 0.18A (mm))

JACKET MATERIAL : PVC      INSULATION : PE   NOM.(O.D.) : 11.0 mm
DIELECTRIC STRENGTH :  500V AC/Min.     NOM.CAPACITANCE : 76 pF/m
DC RESISTANCE (D.C.R.) : Cond : 10.7 Ohm / 100 m N.W. : 100 m / 14 kg , 500 m / 70 kg

TYPE : 2 Conductor Shielded Cables  SHIELD COVERAGE : 94% or more (Braided)
CONDUCTOR MATERIAL : Annealed Copper / 23AWG (0.30 sq.mm) = (60 Q'ty / 0.08A (mm))

JACKET MATERIAL : PVC      INSULATION : PE   NOM. (O.D.) : 6.0 mm
DIELECTRIC STRENGTH : 500V AC/Min                       NOM.CAPACITANCE : 70 pF/m
DC RESISTANCE (D.C.R.) : Cond : 6.4 Ohm/100 m  Shield : 3.1 Ohm / 100 m 
N.W. : 100 m / 4.6 kg , 200 m / 9.2 kg

TYPE : 2 Conductor Shielded Cables  SHIELD COVERAGE : 94% or more (Braided)
CONDUCTOR MATERIAL : Annealed Copper / 23AWG(0.30 sq.mm) = (60 Q'ty / 0.08A(mm))

JACKET MATERIAL : PVC     INSULATION : PE  NOM. (O.D.) : 6.0 mm
DIELECTRIC STRENGTH : 500V AC/Min.      NOM.CAPACITANCE : 70 pF/m 
DC RESISTANCE (D.C.R.) : Cond : 6.4 Ohm / 100 m  Shield : 3.1 Ohm / 100 m  
N.W. : 100 m / 4.6 kg



TYPE : 2 Conductor Shielded Cables   SHIELD COVERAGE : 94% or more (Braided)
CONDUCTOR MATERIAL : Annealed Copper / 23AWG (0.30 sq.mm) = (60 Q'ty / 0.08A (mm))

JACKET MATERIAL : PVC  INSULATION : PE  NOM. (O.D.) : 6.0 mm
DIELECTRIC STRENGTH : 500V AC/Min.      NOM.CAPACITANCE : 70 pF/m 
DC RESISTANCE (D.C.R.) : Cond : 6.4 Ohm / 100 m  Shield : 3.1 Ohm / 100 m  
N.W. : 100 m / 4.6 kg

TYPE : 2 Conductor Shielded Cables   SHIELD COVERAGE : 94% or more (Braided)

CONDUCTOR MATERIAL : Annealed Copper / 23AWG(0.30 sq.mm) = (60 Q'ty / 0.08A(mm))

JACKET MATERIAL : PVC  INSULATION : PE  NOM. (O.D.) : 6.0 mm
DIELECTRIC STRENGTH : 500V AC/Min.       NOM.CAPACITANCE : 70 pF/m 
DC RESISTANCE (D.C.R.) : Cond : 6.4 Ohm / 100 m  Shield : 3.1 Ohm / 100 m  
N.W. : 100 m / 4.6 kg

TYPE : 2 Conductor Shielded Cables  SHIELD COVERAGE : 94% or more (Braided)
CONDUCTOR MATERIAL : Annealed Copper / 23AWG(0.30 sq.mm) = (60 Q'ty / 0.08A(mm))

JACKET MATERIAL : PVC  INSULATION : PE  NOM. (O.D.) : 6.0 mm
DIELECTRIC STRENGTH : 500V AC/Min.     NOM.CAPACITANCE : 70 pF/m 
DC RESISTANCE (D.C.R.) : Cond : 6.4 Ohm / 100 m  Shield : 3.1 Ohm / 100 m  
N.W. : 100 m / 4.6 kg



TYPE : 2 Conductor Shielded Cables     SHIELD COVERAGE : 94% or more (Braided)

CONDUCTOR MATERIAL : Annealed Copper / 23AWG (0.30 sq.mm) = (60 Q'ty / 0.08A (mm))

JACKET MATERIAL : PVC  INSULATION : PE  NOM. (O.D.) : 6.0 mm
DIELECTRIC STRENGTH : 500V AC / Min.     NOM.CAPACITANCE : 70 pF/m 
DC RESISTANCE (D.C.R.) : Cond : 6.4 Ohm / 100 m  Shield : 3.1 Ohm / 100 m 
N.W. : 100 m / 4.6 kg

TYPE : 4 Conductor Shielded Cables     SHIELD COVERAGE : 94% or more (Braided)

CONDUCTOR MATERIAL : Annealed Copper / 24AWG(0.20 sq.mm) = (40 Q'ty / 0.08A(mm))

JACKET MATERIAL : PVC  INSULATION : PE  NOM. (O.D.) : 6.0 mm
DIELECTRIC STRENGTH : 500V AC/Min.     NOM.CAPACITANCE : 150 pF/m
DC RESISTANCE (D.C.R.) : Cond : 9.8 Ohm / 100 m  Shield : 3.0 Ohm / 100 m  
N.W. : 100 m / 4.8 kg

TYPE : 4 Conductors Shielded Cables      SHIELD COVERAGE : 100% Aluminum Foil
CONDUCTOR MATERIAL : Annealed Copper OFC
            : 22AWG(0.34 sq.mm) = (1 Q'ty /0.18A(mm) + 63 Q'ty /0.08/mm))

JACKET MATERIAL : PVC  INSULATION : PE  NOM. (O.D.) : 5.8 mm
DIELECTRIC STRENGTH : 500V AC / Min.     NOM.CAPACITANCE : 150 pF/m
DC RESISTANCE (D.C.R.) : Cond : 5.5 Ohm / 100 m N.W. : 100 m / 4.6 kg



TYPE : 2 Conductor Shielded Cables          SHIELD COVERAGE : 91% Spiral 
CONDUCTOR MATERIAL : Annealed Copper / 23AWG (0.31 sq.mm) = (12 Q'ty / 0.18TA (mm))

JACKET MATERIAL : PVC  INSULATION : PE      NOM. (O.D.) : 3.5 mm
DIELECTRIC STRENGTH : 500V AC/Min. 
DC RESISTANCE (D.C.R.) : Cond : 6.5 Ohm / 100 m  Shield : 3.9 Ohm / 100 m
N.W. : 200 m / 4.2 kg

TYPE : 2 Conductor Shielded Cables          SHIELD COVERAGE : 100% Aluminum Foil

CONDUCTOR MATERIAL : Annealed Copper / 25AWG (0.18 sq.mm) = (16 Q'ty / 0.12A (mm))

JACKET MATERIAL : PVC   INSULATION : PE  NOM. (O.D.) : 3.2 mm
DIELECTRIC STRENGTH : 500V AC/Min.       NOM.CAPACITANCE : 73 pF/m

DC RESISTANCE (D.C.R.) : Cond : 10.5 Ohm / 100 m  N.W. : 200 m / 2.6 kg

TYPE : 2 Conductor Shielded Cables    SHIELD COVERAGE : 100% Aluminum Foil

CONDUCTOR MATERIAL : Annealed Copper / 25AWG (0.18sq.mm) = (16 Q'ty / 0.12A (mm))

JACKET MATERIAL : PVC  INSULATION : PE   NOM. (O.D.) : 3.2 mm
DIELECTRIC STRENGTH : 500V AC/Min.      NOM.CAPACITANCE : 73 pF/m

DC RESISTANCE (D.C.R.) : Cond : 10.5 Ohm / 100 m  N.W. : 200 m / 2.6 kg



TYPE : 2 Conductor Shielded Cables             SHIELD COVERAGE : 100% Aluminum Foil
CONDUCTOR MATERIAL : Annealed Copper / 23AWG (0.31sq.mm) = (12 Q'ty / 0.18A (mm))

JACKET MATERIAL : PVC       INSULATION : PE      NOM. (O.D.) : 5.0 mm
DIELECTRIC STRENGTH : 500V AC / Min.     NOM.CAPACITANCE : 79 pF/m 

DC RESISTANCE (D.C.R.) : Cond : 6.2 Ohm / 100 m N.W. : 200 m / 8 kg

TYPE : 4 Conductor Shielded Cables         SHIELD COVERAGE : 100% Aluminum Foil

CONDUCTOR MATERIAL : Annealed Copper / 25AWG (0.18 sq.mm) = (16 Q'ty / 0.12A (mm))

JACKET MATERIAL : PVC INSULATION : PE     NOM. (O.D.) : 5.0 mm
DIELECTRIC STRENGTH : 500V AC/Min.       NOM.CAPACITANCE : 164 pF/m

DC RESISTANCE (D.C.R.) : Cond : 10.7 Ohm / 100 m   N.W. : 100 m / 3.2 kg , 200 m / 6.4 kg

TYPE : 1 Conductor Shielded Cables      SHIELD COVERAGE : 93% Braided

CONDUCTOR MATERIAL : Annealed Copper OFC / 22AWG (0.39 sq.mm) = (50 Q'ty / 0.1 mm)

JACKET MATERIAL : PVC          INSULATION : PE 
DIELECTRIC STRENGTH : 500V AC/Min.      NOM. (O.D.) : 4.0 mm
DC RESISTANCE (D.C.R.) : Cond : 4.7 Ohm / 100 m Shield : 3.1 Ohm / 100 m     
N.W. : 200 m / 5.4 kg



TYPE : 1 Conductor Shielded Cables      SHIELD COVERAGE : 92% Braided
CONDUCTOR MATERIAL : Annealed Copper OFC / 18AWG (1.0 sq.mm) = (127 Q'ty / 0.1 mm)

JACKET MATERIAL : PVC  INSULATION : PE  NOM. (O.D.) : 5.8 mm
DIELECTRIC STRENGTH : 500V AC/Min.     NOM.CAPACITANCE : 160 pF/m
DC RESISTANCE (D.C.R.) : Cond : 1.8 Ohm / 100 m  Shield : 2.5 Ohm / 100 m  
N.W. : 100 m / 5 kg , 200 m / 10 kg

TYPE : 2 Conductor Shielded Cables     SHIELD COVERAGE : 95% Braided
CONDUCTOR MATERIAL : Annealed Copper / 25AWG (0.18 sq.mm) = (7 Q'ty / 0.18A (mm))

JACKET MATERIAL : PVC   INSULATION : PE  NOM. (O.D.) : 5.0 mm
DIELECTRIC STRENGTH : 500V AC/Min.    NOM.CAPACITANCE :  45 pF/m
CHARACTERISTIC IMPEDENCE : 110 Ohm    ATTEN : 5.1 dB / 100 m (3MHz)  
N.W. : 100 m / 3.6 kg

TYPE : 2 Conductor Shielded Cables    SHIELD COVERAGE : 95% Braided
CONDUCTOR MATERIAL : Annealed Copper / 20AWG (0.56sq.mm) = (7 Q'ty / 0.32A (mm))

JACKET MATERIAL : PVC INSULATION : PE NOM. (O.D.) : 7.3 mm
DIELECTRIC STRENGTH : 500V AC / Min.   NOM.CAPACITANCE : 48 pF/m
CHARACTERISTIC IMPEDENCE : 110 Ohm    ATTEN : 2.6dB / 100 m (3MHz )  
N.W. : 100 m / 7.5 kg , 200 m / 15 kg



TYPE : 1 Conductor Coaxial Cables          SHIELD COVERAGE : 95% Braided
CONDUCTOR MATERIAL :  Copper / 24AWG = (7 Q'ty / 0.20A (mm))
JACKET MATERIAL : PVC          INSULATION : Solid PE
NOM.(O.D.) : 6.1 mm INSULATION (O.D.) : 3.6 mm STATIC CAPACITY : 67 pF/m
CHARACTERISTIC IMPEDENCE : 75 Ohm      ATTEN : 3.8dB / 100 m (10MHz)  
DIELECTRIC STRENGTH : 1000V AC / Min.    N.W. : 153 m / 7.7 kg

TYPE : 1 Conductor Coaxial Cables         SHIELD COVERAGE : 95% Braided
CONDUCTOR MATERIAL : Copper / 24AWG = (7 Q'ty / 0.20A (mm))
JACKET MATERIAL : PVC          INSULATION : Solid PE 
NOM.(O.D.) : 6.1 mm INSULATION (O.D.) : 3.6 mm STATIC CAPACITY : 67 pF/m
CHARACTERISTIC IMPEDENCE : 75 Ohm      ATTEN : 3.8dB / 100 m (10MHz)  
DIELECTRIC STRENGTH : 1000V AC / Min.    N.W. : 153 m / 7.7 kg

TYPE : 1 Conductor Coaxial Cables       SHIELD COVERAGE : 95% Braided
CONDUCTOR MATERIAL :  Copper / 23AWG = (1 Q'ty / 0.59A (mm))
JACKET MATERIAL : PVC         INSULATION : PE 
NOM.(O.D.) : 4.2 mm   INSULATION (O.D.) : 2.59 mm STATIC CAPACITY : 53 pF/m
CHARACTERISTIC IMPEDENCE : 75 Ohm     ATTEN : 43.1dB / 100 m (1.5GHz)  
DIELECTRIC STRENGTH : 1000V AC / Min.   N.W. : 100 m / 2.4 kg



TYPE : 1 Conductor Coaxial Cables       SHIELD COVERAGE : 93% Braided
CONDUCTOR MATERIAL :  Copper / 20AWG = (1 Q'ty / 0.80A (mm))
JACKET MATERIAL : PVC INSULATION : PE DIELECTRIC STRENGTH : 1000V AC/Min.
NOM.(O.D.) : 6.1 mm INSULATION (O.D.) : 3.7 mm STATIC CAPACITY : 55 pF/m
CHARACTERISTIC IMPEDENCE : 75 Ohm      ATTEN : 23.6dB / 100 m (750MHz)  
N.W. : 100 m / 4.9 kg

TYPE : 1 Conductor Coaxial Cables      SHIELD COVERAGE : 95% Foil /Braided
CONDUCTOR MATERIAL : Copper / 20AWG = (7 Q'ty / 0.34A (mm))
JACKET MATERIAL : PVC INSULATION : PE DIELECTRIC STRENGTH : 1000V AC/Min.
NOM.(O.D.) : 7.2 mm INSULATION (O.D.) : 4.57 mm STATIC CAPACITY : 53 pF/m
CHARACTERISTIC IMPEDENCE : 75 Ohm       ATTEN : 22.8dB / 100 m (750MHz)  

N.W. : 100 m / 8 kg

TYPE : 1 Conductors Coaxial Cables       SHIELD COVERAGE : 91% Braided
CONDUCTOR MATERIAL : Copper / 18AWG = (1 Q'ty / 1.02A (mm))
JACKET MATERIAL : PVC INSULATION : PE DIELECTRIC STRENGTH : 1000V AC / Min.
NOM.(O.D.) : 7.0 mm INSULATION (O.D.) : 4.57 mm STATIC CAPACITY : 53 pF/m
CHARACTERISTIC IMPEDENCE : 75 Ohm       ATTEN : 25.1dB / 100 m (750MHz)  
N.W. : 100 m / 6.2 kg



TYPE : 1 Conductor Coaxial Cables      SHIELD COVERAGE : 93% Braided
CONDUCTOR MATERIAL : Copper / 18AWG = (1 Q'ty / 1.05A (mm))
JACKET MATERIAL : PVC INSULATION : PE DIELECTRIC STRENGTH : 1000V AC/Min.

NOM.(O.D.) : 7.7 mm  INSULATION (O.D.) : 5.0 mm STATIC CAPACITY : 55 pF/m
CHARACTERISTIC IMPEDENCE : 75 Ohm    ATTEN : 17.7dB / 100 m (750MHz)  
N.W. : 100 m / 7.3 kg

TYPE : 1 Conductor Coaxial Cables      SHIELD COVERAGE : 92% Braided
CONDUCTOR MATERIAL : Copper / 16AWG = (1Q'ty / 1.40A (mm))
JACKET MATERIAL : PVC INSULATION : PE DIELECTRIC STRENGTH : 1000V AC/Min.

NOM.(O.D.) : 8.9 mm INSULATION (O.D.) : 6.1 mm STATIC CAPACITY : 53 pF/m
CHARACTERISTIC IMPEDENCE : 75 Ohm    ATTEN : 19.0dB / 100 m (1.5GHz)   
N.W. : 100 m / 10 kg

TYPE : 5 Conductor Coaxial Cables      SHIELD COVERAGE : 94% Braided
CONDUCTOR MATERIAL : Copper / 31AWG = (7 Q'ty / 0.09A (mm))
JACKET MATERIAL : PVC   INSULATION : PE   DIELECTRIC STRENGTH : 1000V AC / Min.

NOM.(O.D.) : 9.2 mm          INSULATION (O.D.) : 1.55 mm
CHARACTERISTIC IMPEDENCE : 75 Ohm  N.W. : 100 m / 11 kg



TYPE : 31 AWG VGA Cable DSUB 15P(M) + DSUB 15P(M)
CABLE : 5 Conductor 94% Braided Coaxial Cables
CONDUCTOR : 5 x 31AWG          JACKET : PVC
CONNECTOR : DSUB 15P(M) + DSUB 15P(M)
N.W. : 15 m / 1.75 kg , 20 m / 2.10 kg

TYPE : 31 AWG VGA Cable DSUB 15P(M) + BNC(M)
CABLE : 5 Conductor 94% Braided Coaxial Cables
CONDUCTOR : 5 x 31AWG          JACKET : PVC
CONNECTOR : DSUB 15P(M) + BNC(M)
N.W. : 3 m / 420 g , 10 m / 1.50 kg

TYPE : High Speed HDMI Cable
CABLE : HDMI
JACKET : PVC
CONNECTOR : Gold - Plated Plug
N.W. : 3 m / 200 g



TYPE : High Speed HDMI Cable with Ethernet
CABLE : HDMI
JACKET : PVC
CONNECTOR : Gold - Plated Plug
N.W. : 1.5 m / 310 g , 3 m / 380 g

TYPE : Active HDMI Cable with Ethernet
CABLE : HDMI
JACKET : PVC
CONNECTOR : Gold - Plated Plug
N.W. : 7 m / 400 g

TYPE : Active High Speed HDMI Cable with Ethernet - Compatible
CABLE : HDMI
JACKET : PVC
CONNECTOR : Gold - Plated Plug
N.W. : 10 m / 780 g



TYPE : High Speed HDMI Cable
CABLE : HDMI
JACKET : PVC
CONNECTOR : Gold - Plated Plug
N.W. : 1.5 m / 95 g

TYPE : Active HDMI Cable 
CABLE : HDMI
JACKET : PVC
CONNECTOR : Gold - Plated Plug
N.W. : 3 m / 160 g





TYPE : 2 Conductor Speaker Cables 
CONDUCTOR MATERIAL : Copper / 2C x 16AWG (1.307 sq.mm)
JACKET MATERIAL : PVC           INSULATION : PVC
DC RESISTANCE (D.C.R.) : Cond : 13.7 Ohm/100 m
NOM. (O.D.) : 7.5 mm             N.W. : 100 m  / 7 kg

TYPE : 2 Conductor Speaker Cables 
CONDUCTOR MATERIAL : Copper / 2C x 16AWG (1.307 sq.mm)
JACKET MATERIAL : PVC           INSULATION : PVC
DC RESISTANCE (D.C.R.) : Cond : 13.7 Ohm/100 m
NOM. (O.D.) : 7.0 mm             N.W. : 100 m  / 7 kg

TYPE : 2 Conductor Speaker Cables 
CONDUCTOR MATERIAL : Copper / 2C x 14AWG (2.077 sq.mm)
JACKET MATERIAL : PVC           INSULATION : PVC
DC RESISTANCE (D.C.R.) : Cond : 8.62 Ohm /100 m
NOM. (O.D.) : 8.0 mm             N.W. : 100 m / 7.5 kg



TYPE : 2 Conductor Speaker Cables 
CONDUCTOR MATERIAL : Copper / 2C x 12AWG (3.294 sq.mm)
JACKET MATERIAL : PVC            INSULATION : PVC
DC RESISTANCE (D.C.R.) : Cond : 5.43 Ohm/100 m
NOM. (O.D.) : 9.0 mm              N.W. : 100 m  / 14 kg

TYPE : 4 Conductor Speaker Cables 
CONDUCTOR MATERIAL : Copper / 4C x 16AWG (1.307 sq.mm)
JACKET MATERIAL : PVC            INSULATION : PE 
DC RESISTANCE (D.C.R.) : Cond : 13.7 Ohm/100 m
NOM. (O.D.) : 9.0 mm              N.W. : 100 m  / 13.5 kg

TYPE : 4 Conductor Speaker Cables 
CONDUCTOR MATERIAL : Copper / 4C x 14AWG (2.077 sq.mm)
JACKET MATERIAL : PVC              INSULATION : PE 
DC RESISTANCE (D.C.R.) : Cond : 8.62 Ohm/100 m
NOM. (O.D.) : 10 mm               N.W. : 100 m / 17 kg



TYPE : 8 Conductor Speaker Cables 
CONDUCTOR MATERIAL : Copper / 8C x 12AWG (3.294 sq.mm)
JACKET MATERIAL : PVC            INSULATION : PE 
DC RESISTANCE (D.C.R.) : Cond : 5.43 Ohm/100 m
NOM. (O.D.) : 15 mm             N.W. : 100 m  / 44 kg

TYPE : 4 Channels Multichannel Cables    SHIELD COVERAGE : 100% Aluminum Foil
CONDUCTOR MATERIAL : Annealed Copper
              : 26AWG(0.157 sq.mm) = (20 Q'ty / 0.10 mm)
JACKET MATERIAL : PVC           INSULATION : PE 
DC RESISTANCE (D.C.R.) : Cond : 117 Ohm/100 m
NOM. (O.D.) : 10 mm             N.W. : 100 m / 12 kg

TYPE : 8 Channels Multichannel Cables    SHIELD COVERAGE : 100% Aluminum Foil
CONDUCTOR MATERIAL : Annealed Copper
            : 26AWG (0.157 sq.mm) = (20 Q'ty / 0.10 mm)
JACKET MATERIAL : PVC           INSULATION : PE 
DC RESISTANCE (D.C.R.) : Cond : 117 Ohm/100 m
NOM. (O.D.) : 13 mm             N.W. : 100 m  / 20 kg



TYPE : 12 Channels Multichannel Cables    SHIELD COVERAGE : 100% Aluminum Foil
CONDUCTOR MATERIAL : Annealed Copper
             : 26AWG (0.157 sq.mm) = (20 Q'ty / 0.10 mm)
JACKET MATERIAL : PVC           INSULATION : PE 
DC RESISTANCE (D.C.R.) : Cond : 117 Ohm/100 m
NOM. (O.D.) : 15 mm             N.W. : 100 m /  27 kg

TYPE : 16 Channels Multichannel Cables    SHIELD COVERAGE : 100% Aluminum Foil
CONDUCTOR MATERIAL : Annealed Copper 
             : 26AWG (0.157 sq.mm) = (20 Q'ty / 0.10 mm)
JACKET MATERIAL : PVC           INSULATION : PE 
DC RESISTANCE (D.C.R.) : Cond : 117 Ohm/100 m
NOM. (O.D.) : 18 mm             N.W. : 100 m / 37 kg

TYPE : 24 Channels Multichannel Cables    SHIELD COVERAGE : 100% Aluminum Foil
CONDUCTOR MATERIAL : Annealed Copper
             : 26AWG (0.157 sq.mm) = (20 Q'ty / 0.10 mm)
JACKET MATERIAL : PVC           INSULATION : PE 
DC RESISTANCE (D.C.R.) : Cond : 117 Ohm/100 m
NOM. (O.D.) : 22 mm             N.W. : 100 m / 55 kg



TYPE : 2 Conductor Shielded Cables     SHIELD COVERAGE : 95% (Braided)
CONDUCTOR MATERIAL : Annealed Copper
             : 29AWG (0.079 sq.mm) = (10 Q'ty / 0.10 mm)
JACKET MATERIAL : PVC            INSULATION : PE
DC RESISTANCE (D.C.R.) : Cond : 256 Ohm/100 m Shield : 59 Ohm
NOM. (O.D.) : 3.3 mm              N.W. : 200 m / 3 kg

TYPE : 2 Conductor Shielded Cables     SHIELD COVERAGE : 95% (Braided)
CONDUCTOR MATERIAL : Annealed Copper
            : 24AWG(0.226 sq.mm) = (20 Q'ty / 0.12 mm)
JACKET MATERIAL : PVC                     INSULATION : PE
DC RESISTANCE (D.C.R.) : Cond : 77 +2% Ohm/100 m Shield : <29 Ohm/100 m
NOM. (O.D.) : 4.3 mm                      N.W. : 150 m / 4 kg 

TYPE : 2 Conductor Shielded Cables     SHIELD COVERAGE : 95% (Braided)
CONDUCTOR MATERIAL : Annealed Copper
             : 24AWG (0.226 sq.mm) = (20 Q'ty / 0.12 mm)
JACKET MATERIAL : PVC                       INSULATION :  PE 
DC RESISTANCE (D.C.R.) : Cond : 80+/-5% Ohm/100 m Shield : < 29 Ohm/100 m
NOM. (O.D.) : 6.0 mm                        N.W. : 100 m / 5 kg



TYPE : 1 Conductor Shielded Cable      SHIELD COVERAGE : 95% (Braided)
CONDUCTOR MATERIAL : Annealed Copper
            : 18AWG (0.989 sq.mm) = (126 Q'ty / 0.10 mm)
JACKET MATERIAL : PVC           INSULATION : PE
DC RESISTANCE (D.C.R.) : Cond : < 78 Ohm/100 m  Shield : < 24.6 Ohm/100 m
NOM. (O.D.) : 5.8 mm            N.W. : 100 m  / 4.6 kg

TYPE : 2 Conductor Shielded Cables     SHIELD COVERAGE : 95% (Braided)
CONDUCTOR MATERIAL : Annealed Copper
             : 23AWG (0.33 sq.mm) = (60 Q'ty / 0.08 mm)
JACKET MATERIAL : PVC           INSULATION : XLPE
DC RESISTANCE (D.C.R.) : Cond : 55.4 Ohm/100 m  Shield : 21.2 Ohm/100 m
NOM. (O.D.) : 6.0 mm            N.W. : 100 m / 5.3 kg

TYPE : 2 Conductor Shielded Cables      SHIELD COVERAGE : 95% (Braided)
CONDUCTOR MATERIAL : Annealed Copper  
            : 24AWG(0.20 sq.mm) = (26 Q'ty / 0.10 mm)
JACKET MATERIAL : PVC             INSULATION : XLPE
DC RESISTANCE (D.C.R.) : Cond : 87 +/-3% Ohm/100 m   Shield : < 21 Ohm/100 m
NOM. (O.D.) : 6.0 mm              N.W. : 100 m / 4.6 kg



TYPE : 3 Conductor Coaxial Cables      SHIELD COVERAGE : 95% (Braided)
CONDUCTOR MATERIAL : Copper / 23AWG (0.31 sq.mm) = (28 Q'ty / 0.12 mm)
JACKET MATERIAL : PVC         INSULATION : PE  
NOM. (O.D.) : 6.0 mm / 6.0 * 12.0 mm / 6.0 * 18.0 mm
CHARACTERISTIC IMPEDENCE : 62 Ohm   N.W. : 100 m / 17 kg

TYPE : 3+4 Conductor Coaxial Cables     SHIELD COVERAGE : 95% (Braided)
CONDUCTOR MATERIAL : Coaxial 28AWG (0.08 sq.mm) +
                                                       Data24AWG (0.22 sq.mm) = (7 Q'ty / 0.127TC mm)
JACKET MATERIAL : PVC         INSULATION : FPE 
NOM. (O.D.) : 7.8 mm            N.W. : 100 m / 7.5 kg

TYPE : 4 Conductor Shielded Cables     SHIELD COVERAGE : 94% (Braided)
CONDUCTOR MATERIAL : Annealed Copper / Single 24AWG (0.20 sq.mm) 
              Dual 21AWG (0.20 sq.mm) = (2x26Q'ty / 0.10mm)
JACKET MATERIAL : PVC               INSULATION : XLPE 
DC RESISTANCE (D.C.R.) : Cond : 90 +/-8% Ohm/100 m Shield : 22+/-2 Ohm/100 m
NOM. (O.D.) : 6.0 mm                 N.W. : 100 m / 4.6 kg



TYPE : 1 Conductor Coaxial Cables     SHIELD COVERAGE : 95%(Braided)
CONDUCTOR MATERIAL : Copper / 21AWG (0.48 sq.mm) = (19 Q'ty / 0.18TC mm)

JACKET MATERIAL : PVC        DIELECTRIC STRENGTH : 300V AC/min.

NOM. (O.D.) : 5.0 mm          STATIC CAPACITY : 101.3 pF/m
IMPEDENCE : 50 Ohm         N.W. : 100 m / 7.5 kg

TYPE : 8 Conductor Shielded Cables       SHIELD COVERAGE : 95%
CONDUCTOR MATERIAL : Annealed Copper 
              : 24AWG (0.21 sq.mm) = (7 Q'ty / 0.20 mm)
JACKET MATERIAL : PVC     INSULATION : PE       NOM. (O.D.) : 14.5 mm
DIELECTRIC STRENGTH : 300V AC/Min.       NOM.CAPACITANCE : 40 pF/m
IMPEDANCE : 110 Ohm            N.W. : 100 m / 30 kg

TYPE : 12 Conductor Shielded Cables       SHIELD COVERAGE : 95%
CONDUCTOR MATERIAL : Annealed Copper 
            : 24AWG (0.21 sq.mm) = (7 Q'ty / 0.20 mm)
JACKET MATERIAL : PVC         INSULATION : PE            NOM. (O.D.) : 18.5 mm
DIELECTRIC STRENGTH : 300V AC/Min.       NOM.CAPACITANCE : 40 pF/m
IMPEDANCE : 110 Ohm            N.W. : 100 m / 44 kg



TYPE : 8 Ch Multi-Audio Snake Cable with Stage Box
TOTAL CHANNEL : 8 Channels CABLE : 2 Conductor Aluminum Foil Shielded Cables
INPUT PANEL : 4 Ch / XLR Female      OUTPUT PANEL : 4 Ch / XLR Male
JACKET : PVC             FRAME MATERIAL : Steel 
LENGTH : 150 Ft            N.W. : 6 kg  G.W. : 7 kg

TYPE : 2 Conductor Coaxial Cables   SHIELD COVERAGE : 95% (Double Braided)
CONDUCTOR MATERIAL : Annealed Copper / 22AWG (0.32 sq.mm) 
AUDIO / INTERCOM  3 CH : 26AWG (0.15 sq.mm)   POWER  1 PAIR : 20AWG (0.52 sq.mm)

JACKET MATERIAL : PVC           INSULATION : PE 
NOM.(O.D.) : 16 mm             N.W. : 100 / 17 kg

TYPE : 2 Conductor Coaxial Cables   SHIELD COVERAGE : 95% (Double Braided)
CONDUCTOR MATERIAL : Annealed Copper / 26AWG (0.15 sq.mm) 
AUDIO / INTERCOM  3 CH : 26AWG (0.15 sq.mm)  POWER  1 PAIR : 20AWG (0.52 sq.mm)

JACKET MATERIAL : PVC          INSULATION : PE 
NOM.(O.D.) : 10 mm            N.W. : 100 / 17 kg



TYPE : 12 Ch Multi-Audio Snake Cable with Stage Box
TOTAL CHANNEL : 12 Channels CABLE : 2 Conductor Aluminum Foil Shielded Cables
INPUT PANEL : 8 Ch / XLR Female     OUTPUT PANEL : 4 Ch / XLR Male
JACKET : PVC            FRAME MATERIAL : Steel 
LENGTH : 150 Ft           N.W. : 15 kg G.W. : 17 kg

TYPE : 12 Ch Multi-Audio Snake Cable with Stage Box
TOTAL CHANNEL : 12 Channels CABLE : 2 Conductor Aluminum Foil Shielded Cables
INPUT PANEL : 8 Ch / XLR Female     OUTPUT PANEL : 4 Ch / XLR Male
JACKET : PVC            FRAME MATERIAL : Steel 
LENGTH : 100 Ft           N.W. : 10 kg G.W. : 12 kg

TYPE : 12 Ch Multi-Audio Snake Cable with Stage Box
TOTAL CHANNEL : 12 Channels CABLE : 2 Conductor Aluminum Foil Shielded Cables
INPUT PANEL : 8 Ch / XLR Female     OUTPUT PANEL : 4 Ch / XLR Male
JACKET : PVC            FRAME MATERIAL : Steel 
LENGTH : 50 Ft            N.W. : 7 kg  G.W. : 8 kg



TYPE : 16 Ch Multi-Audio Snake Cable with Stage Box
TOTAL CHANNEL : 16 Channels CABLE : 2 Conductor Aluminum Foil Shielded Cables
INPUT PANEL : 12 Ch / XLR Female       OUTPUT PANEL : 4 Ch / XLR Male
JACKET : PVC              FRAME MATERIAL : Steel 
LENGTH : 150 Ft              N.W. : 20 kg G.W. : 22 kg

TYPE : 16 Ch Multi-Audio Snake Cable with Stage Box
TOTAL CHANNEL : 16 Channels CABLE : 2 Conductor Aluminum Foil Shielded Cables
INPUT PANEL : 12 Ch / XLR Female       OUTPUT PANEL : 4 Ch / XLR Male
JACKET : PVC               FRAME MATERIAL : Steel 
LENGTH : 100 Ft             N.W. : 13 kg G.W. : 15 kg

TYPE : 16 Ch Multi-Audio Snake Cable with Stage Box
TOTAL CHANNEL : 16 Channels CABLE : 2 Conductor Aluminum Foil Shielded Cables
INPUT PANEL : 12 Ch / XLR Female       OUTPUT PANEL : 4 Ch / XLR Male
JACKET : PVC              FRAME MATERIAL : Steel 
LENGTH : 50 Ft              N.W. : 8 kg  G.W. : 9 kg



TYPE : 20 Ch Multi-Audio Snake Cable with Stage Box
TOTAL CHANNEL : 20 Channels CABLE : 2 Conductor Aluminum Foil Shielded Cables
INPUT PANEL : 16 Ch / XLR Female       OUTPUT PANEL : 4 Ch / XLR Male
JACKET : PVC              FRAME MATERIAL : Steel 
LENGTH : 150 Ft             N.W. : 23 kg G.W. : 25 kg

TYPE : 20 Ch Multi-Audio Snake Cable with Stage Box
TOTAL CHANNEL : 20 Channels CABLE : 2 Conductor Aluminum Foil Shielded Cables
INPUT PANEL : 16 Ch / XLR Female       OUTPUT PANEL : 4 Ch / XLR Male
JACKET : PVC              FRAME MATERIAL : Steel 
LENGTH : 100 Ft             N.W. : 16 kg G.W. : 18 kg

TYPE : 20 Ch Multi-Audio Snake Cable with Stage Box
TOTAL CHANNEL : 20 Channels CABLE : 2 Conductor Aluminum Foil Shielded Cables
INPUT PANEL : 16 Ch / XLR Female       OUTPUT PANEL : 4 Ch / XLR Male
JACKET : PVC              FRAME MATERIAL : Steel 
LENGTH : 50 Ft              N.W. : 8 kg  G.W. : 11 kg



TYPE : 32 Ch Multi-Audio Snake Cable with Stage Box
TOTAL CHANNEL : 32 Channels CABLE : 2 Conductor Aluminum Foil Shielded Cables
INPUT PANEL : 28 Ch / XLR Female      OUTPUT PANEL : 4 Ch / XLR Male
JACKET : PVC             FRAME MATERIAL : Steel 
LENGTH : 100 Ft            N.W. : 27 kg G.W. : 29 kg

TYPE : 28 Ch Multi-Audio Snake Cable with Stage Box
TOTAL CHANNEL : 28 Channels CABLE : 2 Conductor Aluminum Foil Shielded Cables
INPUT PANEL : 24 Ch / XLR Female      OUTPUT PANEL : 4 Ch / XLR Male
JACKET : PVC             FRAME MATERIAL : Steel 
LENGTH : 150 Ft            N.W. : 32 kg G.W. : 34 kg

TYPE : 28 Ch Multi-Audio Snake Cable with Stage Box
TOTAL CHANNEL : 28 Channels CABLE : 2 Conductor Aluminum Foil Shielded Cables
INPUT PANEL : 24 Ch / XLR Female       OUTPUT PANEL : 4 Ch / XLR Male
JACKET : PVC              FRAME MATERIAL : Steel 
LENGTH : 100 Ft             N.W. : 22 kg G.W. : 24 kg



TYPE : 32 Ch Multi-Audio Snake Cable with Stage Box
TOTAL CHANNEL : 32 Channels CABLE : 2 Conductor Aluminum Foil Shielded Cables
INPUT PANEL : 24 Ch / XLR Female      OUTPUT PANEL : 8 Ch / XLR Male
JACKET : PVC             FRAME MATERIAL : Steel 
LENGTH : 200 Ft            N.W. : 47 kg G.W. : 50 kg

TYPE : 32 Ch Multi-Audio Snake Cable with Stage Box
TOTAL CHANNEL : 32 Channels CABLE : 2 Conductor Aluminum Foil Shielded Cables
INPUT PANEL : 24 Ch / XLR Female      OUTPUT PANEL : 8 Ch / XLR Male
JACKET : PVC             FRAME MATERIAL : Steel 
LENGTH : 150 Ft            N.W. : 38 kg G.W. : 40 kg

TYPE : 32 Ch Multi-Audio Snake Cable with Stage Box
TOTAL CHANNEL : 32 Channels CABLE : 2 Conductor Aluminum Foil Shielded Cables
INPUT PANEL : 28 Ch / XLR Female      OUTPUT PANEL : 4 Ch / XLR Male
JACKET : PVC             FRAME MATERIAL : Steel 
LENGTH : 150 Ft            N.W. : 38 kg G.W. : 40 kg



TYPE : 20 Ch Multi-Audio Snake Cable with Wheels 
TOTAL CHANNEL : 20 Channels CABLE : 2 Conductor Aluminum Foil Shielded Cables
INPUT PANEL : 16 Ch / XLR Female       OUTPUT PANEL : 4 Ch / XLR Male
JACKET : PVC              FRAME MATERIAL : Steel 
CASTER WHEEL MATERIAL : High Quality PU   LENGTH : 150 Ft
N.W. : 38 kg               G.W. : 44 kg

TYPE : 28 Ch Multi-Audio Snake Cable with Wheels 
TOTAL CHANNEL : 28 Channels CABLE : 2 Conductor Aluminum Foil Shielded Cables
INPUT PANEL : 24 Ch / XLR Female       OUTPUT PANEL : 4 Ch / XLR Male
JACKET : PVC              FRAME MATERIAL : Steel 
CASTER WHEEL MATERIAL : High Quality PU   LENGTH : 150 Ft 
N.W. : 48 kg               G.W. : 52 kg

TYPE : 16 Ch Multi-Audio Snake Cable with Wheels 
TOTAL CHANNEL : 16 Channels CABLE : 2 Conductor Aluminum Foil Shielded Cables
INPUT PANEL : 12 Ch / XLR Female      OUTPUT PANEL : 4 Ch / XLR Male
JACKET : PVC             FRAME MATERIAL : Steel 
CASTER WHEEL MATERIAL : High Quality PU  LENGTH : 150 Ft
N.W. : 38 kg              G.W. : 43 kg



TYPE : 32 Ch Multi-Audio Snake Cable with Wheels 
TOTAL CHANNEL : 32 Channels CABLE : 2 Conductor Aluminum Foil Shielded Cables
INPUT PANEL : 24 Ch / XLR Female       OUTPUT PANEL : 8 Ch / XLR Male
JACKET : PVC              FRAME MATERIAL : Steel 
CASTER WHEEL MATERIAL : High Quality PU   LENGTH : 200 Ft 
N.W. : 60 kg               G.W. : 64 kg

TYPE : 4 Conductor Shielded Cables       SHIELD COVERAGE : Cat 6
CONDUCTOR MATERIAL : Copper / 23AWG (0.29 sq.mm.) = (1 Q'ty / 0.61 mm)
JACKET MATERIAL : PVC     INSULATION : PE        NOM.(O.D.) : 8.5 mm
CHARACTERISTIC IMPEDENCE : 100 Ohm     NOM.CAPACITANCE : < 50
LENGTH : 50 m               N.W. : 12 kg G.W. : 13 kg

TYPE : 32 Ch Multi-Audio Snake Cable with Wheels
TOTAL CHANNEL : 32 Channels CABLE : 2 Conductor Aluminum Foil Shielded Cables
INPUT PANEL : 24 Ch / XLR Female       OUTPUT PANEL : 8 Ch / XLR Male
JACKET : PVC              FRAME MATERIAL : Steel 
CASTER WHEEL MATERIAL : High Quality PU   LENGTH : 150 Ft 
N.W. : 53 kg               G.W. : 58 kg



TYPE : 12 Ch Stage Box
TOTAL CHANNEL : 12 Channels
INPUT PANEL : 8 XLR Female             
OUTPUT PANEL : 4 XLR Male
FRAME MATERIAL : Steel          
N.W. : 8 kg  G.W. : 9 kg

TYPE : 4 Conductor Shielded Cables      SHIELD COVERAGE : Cat 6
CONDUCTOR MATERIAL : Copper / 23AWG (0.29 sq.mm.) = (1 Q'ty / 0.61 mm)
JACKET MATERIAL : PVC  INSULATION : PE     NOM.(O.D.) : 8.5 mm
CHARACTERISTIC IMPEDENCE : 100 Ohm    NOM.CAPACITANCE : < 50
LENGTH : 80 m              N.W. : 13 kg G.W. : 14 kg

TYPE : 16 Ch Stage Box
TOTAL CHANNEL : 16 Channels
INPUT PANEL : 12 XLR Female           
OUTPUT PANEL : 4 XLR Male
FRAME MATERIAL : Steel          
N.W. : 11 kg G.W. : 12 kg



TYPE : 24 Ch Stage Box
TOTAL CHANNEL : 24 Channels
INPUT PANEL : 20 XLR Female
OUTPUT PANEL : 4 XLR Male
FRAME MATERIAL : Steel           
N.W. : 14 kg G.W. : 15 kg

TYPE : 20 Ch Stage Box
TOTAL CHANNEL : 20 Channels
INPUT PANEL : 16 XLR Female
OUTPUT PANEL : 4 XLR Male
FRAME MATERIAL : Steel           
N.W. : 12 kg G.W. : 13 kg

TYPE : 28 Ch Stage Box
TOTAL CHANNEL : 28 Channels
INPUT PANEL : 24 XLR Female
OUTPUT PANEL : 4 XLR Male
FRAME MATERIAL : Steel            
N.W. : 15 kg G.W. : 16 kg



TYPE : Bale Cable
CABLE OD : 17 – 18 mm
TOTAL LENGTH : 390 mm
FOR CABLE : 12 – 16 Pairs
N.W. : 30 g

TYPE : 32 Ch Stage Box
TOTAL CHANNEL : 32 Channels
INPUT PANEL : 28 XLR Female
OUTPUT PANEL : 4 XLR Male
FRAME MATERIAL : Steel          
N.W. : 15 kg G.W. : 16 kg

TYPE : Bale Cable
CABLE OD : 19 – 21 mm
TOTAL LENGTH : 430 mm
FOR CABLE : 16 – 20 Pairs
N.W. : 30 g



TYPE : Bale Cable
CABLE OD : 25 – 28 mm
TOTAL LENGTH : 540 mm
FOR CABLE : 30 – 36 Pairs
N.W. : 50 g

TYPE : Bale Cable
CABLE OD : 22 – 24 mm
TOTAL LENGTH : 480 mm
FOR CABLE : 24 – 48 Pairs
N.W. : 40 g

TYPE : Coaxial 28 AWG + Data 24AWG  VGA Cables HD 15 Pin Male to Male
CABLE :  3 Coaxials + 4 Data
CONDUCTOR : 28AWG (0.08 sq.mm)+ 24AWG (0.22 sq.mm)  JACKET : Black PVC
CONNECTOR : HD 15 Pin Male to Male
N.W. : 5 m / 520 g ; 10 m / 1 kg , 15 m / 1.5 kg



TYPE : 23AWG Microphone Cable XLR (M) to XLR (F) (Waterproof )
CABLE : 2 Conductor 96% Shielded Cables 
CONDUCTOR : 2 x 23AWG (0.33 sq.mm)      JACKET : Black PVC
CONNECTOR : 3P XLR Male + 3P XLR Female
N.W. : 1 m / 130 g , 3 m / 230 g , 5 m / 340 g

TYPE : Coaxial 28AWG + Data 24AWG VGA Cables HD 15 Pin Male to Male
CABLE : 3 Coaxial + 4 Data
CONDUCTOR : 28AWG (0.08 sq.mm)+ 24AWG (0.22 sq.mm)  JACKET : Black PVC
CONNECTOR : HD 15 Pin Male to Male
N.W. : 20 m / 2.01 kg , 30 m / 3.08 kg

TYPE : 24AWG Microphone Cable XLR (M) to XLR (F)  
CABLE : 2 Conductor Cables 
CONDUCTOR : 2 x 24 AWG (0.22 sq.mm)      JACKET : Black PVC
CONNECTOR : 3P XLR Male + 3P XLR Female
N.W. : 1 m / 70 g , 3 m / 180 g , 5 m / 240 g



TYPE : 18AWG Microphone Cable XLR ( F ) to 1/4" Mono Plug  
CABLE : 2 Conductor Cables 
CONDUCTOR : 2 x 18AWG (0.82 sq.mm)      JACKET : Black PVC
CONNECTOR : 3P XLR Female + 1/4" (6.3 mm) TS Phone Plug  
N.W. : 5 m / 280 g , 10 m / 600 g , 15 m / 900 g

TYPE : 24AWG Microphone Cable XLR (M) to XLR (F)  
CABLE : 2 Conductor Cables 
CONDUCTOR : 2 x 24AWG (0.22 sq.mm)      JACKET : Black PVC
CONNECTOR : 3P XLR Male + 3P XLR Female
N.W. : 10 m / 450 g , 15 m / 720 g

TYPE : 18AWG Microphone Cable 1/4" Mono Plug to 1/4" Mono Plug 
CABLE : 2 Conductor Cables 
CONDUCTOR : 2 x 18AWG (0.82 sq.mm)      JACKET : Black PVC
CONNECTOR : 1/4" (6.3 mm) TS Phone Plug + 1/4" (6.3 mm) TS Phone Plug 
N.W. : 3 m / 200 g , 5 m / 240 g



TYPE : 20AWG Microphone Cable 3.5 mm TRS Plug to 2 x RCA
CABLE : 2 Conductor Cables 
CONDUCTOR : 2 x 20AWG (0.52 sq.mm)      JACKET : Black PVC
CONNECTOR : 3.5 mm TRS Phone Plug + 2 x RCA Plug
N.W. : 1 m / 110 g , 3 m / 160 g , 5 m / 260 g

TYPE : 20AWG Microphone Cable 3.5 mm TRS Plug to 2 x 1/4" Mono Plug 
CABLE : 2 Conductor Cables 
CONDUCTOR : 2 x 20AWG (0.52 sq.mm)      JACKET : Black PVC 
CONNECTOR : 3.5 mm TRS Phone Plug + 2 x 1/4" (6.3 mm) TS Phone Plug
N.W. : 1 m / 100 g , 3 m / 160 g , 5 m / 260 g

TYPE : 20AWG Microphone Cable 3.5 mm TRS Plug to 2 x RCA Plug
CABLE : 2 Conductor Cables 
CONDUCTOR : 2 x 20AWG ( 0.52 sq.mm)      JACKET : Black PVC
CONNECTOR : 3.5 mm TRS Phone Plug + 2 x RCA Plug
N.W. : 2 m / 120 g



TYPE : 29 AWG Audio Cable 3P XLR (F) to Mini XLR (F)  
CABLE : 2 Conductor 95% Shielded Cables 
CONDUCTOR : 2 x 29 AWG (0.06 sq.mm)       JACKET : Blue PVC
CONNECTOR : 3P XLR Female + Mini XLR Female  
N.W. : 0.8 m / 60 g

TYPE : 20AWG Microphone Cable 3.5 mm TRS Plug to 2 x 3P XLR (M) 
CABLE : 2 Conductor Cables 
CONDUCTOR : 2 x 20AWG ( 0.52 sq.mm)       JACKET : Black PVC
CONNECTOR : 3.5 mm TRS Phone Plug + 2 x 3P XLR Male
N.W. : 1 m / 100 g , 3 m / 210 g , 5 m / 260 g

TYPE : 29 AWG Audio Cable 1/4" Mono Plug to Mini XLR (F)  
CABLE : 2 Conductor 95% Shielded Cables 
CONDUCTOR : 2 x 29 AWG (0.06 sq.mm)       JACKET : Blue PVC
CONNECTOR : 1/4" (6.3 mm) TS Phone Plug + Mini XLR Female  
N.W. : 0.8 m / 70 g



TYPE : 24 AWG Microphone Cable 1/4" Mono Plug to 1/4" Mono Plug
CABLE : 2 Conductor 80% Spiral Shielded Cables 
CONNECTOR : 1/4" (6.35 mm) TS Phone Plug + 1/4" (6.35 mm) TS Phone Plug 
CONDUCTOR : 2 x 24 AWG (0.20 sq.mm)    JACKET :  Black PVC
NOM. (O.D.) : 6.3 mm           N.W. : 1 m / 100 g , 3 m / 180 g

TYPE : 24AWG Microphone Cable 1/4" Mono Plug to 1/4" Mono Plug
CABLE : 2 Conductor 80% Spiral Shielded Cables 
CONNECTOR : 1/4" (6.35 mm) TS Phone Plug + 1/4" (6.35 mm) TS Phone Plug 
CONDUCTOR : 2 x 20 AWG (0.52 sq.mm)    JACKET :  Colour Frost PVC 
NOM. (O.D.) : 7 mm           N.W. : 3 m / 250 g , 6 m / 420 g

TYPE : 20 AWG Microphone Cable 1/4" Mono Plug to 1/4" Mono Plug
CABLE : 2 Conductor 95% OFC Braided Shielded Cables
CONNECTOR : 1/4" (6.35 mm) TS Phone Plug + 1/4" (6.35 mm) TS Phone Plug 
CONDUCTOR : 2 x 20 AWG (0.52 sq.mm) OFC   JACKET : Colour Frost PVC 
NOM. (O.D.) : 7 mm           N.W. : 3 m / 250 g , 6 m / 420 g



TYPE : 20 AWG Microphone Cable 1/4" Mono Plug to 1/4" Mono Plug
CABLE : 2 Conductor 95% OFC Braided Shielded Cables
CONNECTOR : 1/4" (6.35 mm) TS Phone Plug + 1/4" (6.35 mm) TS Phone Plug 
CONDUCTOR : 2 x 20 AWG (0.52 sq.mm) OFC   JACKET : Colour Frost PVC
NOM. (O.D.) : 7 mm           N.W. : 3 m / 250 g , 6 m / 420 g

TYPE : 20 AWG Microphone Cable 1/4" Mono Plug to 1/4" Mono Plug
CABLE : 2 Conductor 95% OFC Braided Shielded Cables
CONNECTOR : 1/4" (6.35 mm) TS Phone Plug + 1/4" (6.35 mm) TS Phone Plug 
CONDUCTOR : 2 x 20 AWG (0.52 sq.mm) OFC   JACKET : Colour Frost PVC 
NOM. (O.D.) : 7 mm           N.W. : 3 m / 250 g , 6 m / 420 g

TYPE : 20 AWG Microphone Cable 1/4" Mono Plug to 1/4" Mono Plug
CABLE : 2 Conductor 95% OFC Braided Shielded Cables
CONNECTOR : 1/4" (6.35 mm) TS Phone Plug + 1/4" (6.35 mm) TS Phone Plug 
CONDUCTOR : 2 x 20 AWG (0.52 sq.mm) OFC   JACKET : Colour Frost PVC 
NOM. (O.D.) : 7 mm           N.W. : 3 m / 250 g , 6 m / 420 g



TYPE : 20AWG Microphone Cable XLR(M) to XLR(F)
CABLE : 2 Conductor 90% Spiral Shielded Cables
CONNECTOR : 3P XLR Male + 3P XLR Female
CONDUCTOR : 2 x 20 AWG (0.52 sq.mm)   JACKET : Black PVC
NOM. (O.D.) : 6.5 mm         N.W. : 1 m /130 g , 3 m / 220 g , 6 m / 350 g

TYPE : 20 AWG Microphone Cable XLR(M) to XLR(F)

CABLE : 2 Conductor 90% Spiral Shielded Cables
CONNECTOR : 3P XLR Male + 3P XLR Female
CONDUCTOR : 2 x 20 AWG (0.52 sq.mm)   JACKET : Black PVC
NOM. (O.D.) : 6.5 mm         N.W. : 10 m /520 g , 15 m / 740 g , 20 m / 790 g

TYPE : 20 AWG Microphone Cable XLR(M) to XLR(F)

CABLE : 2 Conductor 80% OFC Spiral Shielded Cables
CONNECTOR : 3P XLR Male + 3P XLR Female
CONDUCTOR : 2 x 24 AWG (0.20 sq.mm) OFC   JACKET : Black PVC 
NOM. (O.D.) : 6.5 mm           N.W. : 720 g



TYPE : 24 AWG Microphone Cable XLR(M) to XLR(F)
CABLE : 2 Conductor 80% OFC Spiral Shielded Cables
CONNECTOR : 3P XLR Male + 3P XLR Female
CONDUCTOR : 2 x 24 AWG (0.20 sq.mm) OFC  JACKET : 6 Colour PVC
NOM. (O.D.) : 6.5 mm           N.W. : 720 g

TYPE : 20 AWG Microphone Cable XLR( M ) to 1/4" Mono Plug
CABLE : 2 Conductor 90% Braided Shielded Cables
CONNECTOR : 3P XLR Male + 1/4" (6.35 mm) TS Phone Plug
CONDUCTOR : 2 x 20 AWG (0.52 sq.mm)     JACKET :  Black PVC 
NOM. (O.D.) : 6.5 mm           N.W. : 1 m / 120 g , 3 m / 210 g

TYPE : 20 AWG Microphone Cable XLR(F) to 1/4" Mono Plug

CABLE : 2 Conductor 90% Braided Shielded Cables 
CONNECTOR : 3P XLR Female + 1/4" (6.35 mm) TS Phone Plug
CONDUCTOR : 2 x 20 AWG (0.52 sq.mm)  JACKET :  Black PVC
NOM. (O.D.) : 6.5 mm         N.W. : 1 m / 120 g , 3 m / 210 g , 6 m / 340 g



TYPE : 24 AWG Audio Cable 2 x RCA Plug to 2 x RCA Plug
CABLE : 2 Conductor 80% OFC Spiral Shielded Cables
CONNECTOR : 2 x RCA Plug + 2 x RCA Plug
CONDUCTOR : 2 x 24 AWG ( 0.20 sq.mm) OFC  JACKET : Black PVC
NOM. (O.D.) : 5.5 mm           N.W. : 170 g

TYPE : 20 AWG Microphone Cable XLR(F) to 1/4" Mono Plug
CABLE : 2 Conductor 90% Braided Shielded Cables 
CONNECTOR : 3P XLR Female + 1/4" (6.35 mm) TS Phone Plug
CONDUCTOR : 2 x 20 AWG (0.52 sq.mm)   JACKET :  Black PVC 
NOM. (O.D.) : 6.5 mm          N.W. : 10 m / 520 g , 15 m / 760 g

TYPE : 24 AWG Audio Cable 2 x 1/4" Mono Plug to 2 x RCA Plug 
CABLE : 2 Conductor 80% OFC Spiral Shielded Cables
CONNECTOR : 2 x 1/4" (6.35 mm) TS Phone Plug + 2 x RCA Plug
CONDUCTOR : 2 x 24 AWG (0.20 sq.mm) OFC  JACKET :  Black PVC 
NOM. (O.D.) : 5.5 mm           N.W. : 150 g



TYPE : 2 Conductor Shielded Cables   SHIELD COVERAGE : 95% OFC (Braided)
CONDUCTOR MATERIAL : Annealed Copper OFC
            : 20AWG (0.5 sq.mm) = (46 Q'ty / 0.12 mm)
JACKET MATERIAL : PVC       INSULATION : PE 
NOM. (O.D.) : 6.5 mm         N.W. : 100 m / 5.05 kg

TYPE : 24 AWG Audio Cable 3.5 mm TRS Stereo Plug to 2 x 1/4" Mono Plug (TIP / RING)

CABLE : 2 Conductor 80% OFC Spiral Shielded Cables
CONNECTOR : 3.5 mm TRS Phone Plug  + 2 x 1/4" (6.35 mm) TS Phone Plug
CONDUCTOR : 2 x 24 AWG (0.20 sq.mm) OFC  JACKET : Black PVC
NOM. (O.D.) : 5.5 mm           N.W. : 160 g

TYPE : 24 AWG Audio Cable 3.5 mm TRS Stereo Plug to 2 x RCA (TIP / RING)
CABLE : 2 Conductor 80% OFC Spiral Shielded Cables
CONNECTOR : 3.5 mm TRS Phone Plug + 2 x RCA Plug
CONDUCTOR : 2 x 24 AWG (0.20 sq.mm) OFC  JACKET : Black PVC
NOM. (O.D.) : 5.5 mm           N.W. : 150 g



TYPE : 2 Conductor Shielded Cables    SHIELD COVERAGE : 90% (Spiral)
CONDUCTOR MATERIAL : Annealed Copper
           : 20AWG (0.5 sq.mm) = (46 Q'ty / 0.12 mm)
JACKET MATERIAL : PVC        INSULATION : PE 
NOM. (O.D.) : 6.5 mm          N.W. : 100 m / 4.85 kg

TYPE : 2 Conductor Speaker Cables
CONDUCTOR MATERIAL : Copper CCAM / 2C x 14AWG(2.0 sq.mm) 
JACKET MATERIAL : PVC        INSULATION : PVC
NOM. (O.D.) : 9.2 mm
N.W. : 100 m / 9.8 kg

TYPE : 2 Conductor Speaker Cables
CONDUCTOR MATERIAL : Copper CCAM / 2C x 14 AWG (2.0 sq.mm) 
JACKET MATERIAL : PVC        INSULATION : PVC
NOM. (O.D.) : 9.2 mm   
N.W. : 100 m / 9.8 kg










