PRICE LIST

PROFESSIONAL P.A. SOUND SYSTEM

Applications : Concert Touring : Orchestra : OutDoor : P.A. : Sound Reinforcement
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aalwawanatinownds:aif 12” 2 Way sAia 885011712412

SPECIFICATION
SYSTEM : 12" 2 - Way Active Speaker Box with Dual VHF Wireless Microphones
FREQUENCY RESPONSE : 50 Hz - 20 kHz
OUTPUT POWER : Max. @ 4 ohm: 100 W (500 W P.M.P.O)
SENSITIVITY (1M/1W) : 100 dB
FUNCTION : Dual VHF Wireless Mic (Handheld), LCD DISPLAY FM / Bluetooth /
USB / SD Card MP3, 5 Band EQ
BATTERY : 12 VDC 7 AH / External DC : 13.2 V
TRANSDUCERS : HIGH 1.35" 8 Ohm, LOW 12" 4 Ohm,
Power Requirement : 220 VAC 50 Hz
DIMENSIONS (WxDxH) : 390 x 310 x 600 mm
NW.: 156 kg GW.: 17.2 kg
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aarlwawanadinanus:aid 15” 2 Way sia 885011712411

SPECIFICATION

SYSTEM : 15" 2 - Way Active Speaker Box with Dual VHF Wireless Microphones

FREQUENCY RESPONSE : 50 Hz - 20 kHz

OUTPUT POWER : Max. @ 4 ohm: 100 W (500 W P.M.P.O)

SENSITIVITY (1M/1W) : 100 dB

FUNCTION : Dual VHF Wireless Mic (Handheld), LCD DISPLAY FM / Bluetooth /
USB / SD Card MP3, 5 Band EQ

BATTERY : 12 VDC 9 AH / External DC : 13.2 V r—

TRANSDUCERS : HIGH 1.35" 8 Ohm , LOW 15" 4 Ohm, E—ﬁ’ﬁimq-

Power Requirement : 220 VAC 50 Hz -
DIMENSIONS (WxDxH) : 480 x 370 x 720 mm rﬁig’*ﬂ;@
N.W. : 22,28 kg G.W.: 24.88 kg

51A1 X,XXX /u

aarlwiwarannawnus:asr 8” sia 885011712370

SPECIFICATION
SYSTEM : Speaker LF: 8" Cone, 1.5" Voice Coil / HF: 1" Voice Coil
FREQUENCY RESPONSE : 100 Hz - 16 kHz
OUTPUT POWER : All Speaker Power 80 Wrms @ 4 ohm 1 kHz, THD+N < 1%
160 Wmax @ 4 ohm
SENSITIVITY (1M/AW) : 118 dBSPL
FUNCTION : Bluetooth 2.0: Device “Bluetooth” USB 2.0
SD/MMC Card: 32 GB Memory, MP3 / WAV
DIMENSIONS (WxDxH) : 260 x 204 x 392 mm
N.W.:5.98 kg G.W.: 6.58 kg
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